CONDUIT TO BE INSTALLED FROM BUILDING DUCT BANK ENTRANCE TO BUILDING DISTRIBUTION FRAME ROOM (BDF) SHALL BE "RIGID" TYPE, WITH INSULATED BONDING AND GROUNDING BUSHING ON THE MAIN ENTRANCE END.

1 1/2"x1 1/2" 12GA. KINDORF CHANNEL – ANCHOR SECURELY TO WALL.

4" STRAPS (KINDORF #C-105-4).

KINDORF CHANNEL AND STRAP SUPPORT – ANCHOR SECURELY TO DECK ABOVE.

4" DIE CAST INSULATED, BONDING AND GROUNDING BUSHING (RACO #1296).

FIRESTOP FIRE-RATED CONSTRUCTION IN ACCORDANCE WITH THE UL-LISTED THROUGH PENETRATION FIRESTOP DETAILS SHOWN ON THE DRAWINGS. FIRESTOP NON-FIRE-RATED CONSTRUCTION IN ACCORDANCE WITH THE N.C. STATE BUILDING CODE. SEE UL PENETRATION DETAILS, FIRESTOPPING DETAIL SHEET.

1. PENETRATE TELECOMMUNICATIONS ROOM 4" TO 8" MAXIMUM.

2. SIMILAR FOR ALL SIZE RIGID CONDUITS.

3. PROVIDE PULL STRINGS BETWEEN PULLING POINTS. SECURE AT BOTH ENDS.