KEYNOTES:

1. WIREMOLD V-5741 SWITCH AND RECEPTACLE BOX. PROVIDE PULL STRING FROM OUTLET BOX TO WIREWAY. SECURE AT BOTH ENDS.
2. WIREMOLD 502 BUSHING.
3. WIREMOLD V-5703 SUPPORTING CLIP MOUNT SECURELY TO WALL AT 2'-6" INTERVALS.
4. WIREMOLD V-500 ONE PIECE RACEWAY. MOUNT TO SUPPORT CLIPS.
5. WIREMOLD V-5785 COMBINATION CONNECTOR AND 1/2" BUSHED CHASE NIPPLE.
6. RACO #192 4" SQ. JUNCTION BOX W/ 1/2" AND 3/4" K.O. AND RACO #752 BLANK COVER PLATE.
7. RACO #2903 3/4" COMPRESSION TYPE CONNECTOR.
8. 3/4" EMT CONDUIT TO NEW WIREWAY LOCATED IN CEILING SPACE, ROUTE ABOVE EXISTING ACOUSTIC CEILING TILE OR TIGHT TO FIXED TILE CEILING AND SUPPORT AS REQUIRED.

GENERAL NOTES:

1. CEILING HEIGHT MAY VARY FROM ROOM TO ROOM.
2. USE COMPRESSION COUPLINGS AND CONNECTORS FOR EMT CONDUIT.
3. NO MORE THAN TWO (2) 90° DEGREE TURNS SHALL EXIST BETWEEN BOXES OR BETWEEN JUNCTION BOXES AND END OF CONDUIT. NO "LB" TYPE JOINTS WILL BE ALLOWED.
4. PROVIDE PULL STRINGS BETWEEN PULLING POINTS. SECURE AT BOTH ENDS.